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ATKA AIRPORT - 2004 
 
 
 
Contents: 
 
• A Pavement Strength Form showing project history, latest Pavement Condition Index (PCI) data, 

pavement strength ratings (if available) and other useful information 
• A Pavement Condition Survey – PCI Sample Unit Layout Plan 
• PCI maps showing as-measured and predicted pavement conditions 
•  Age map showing pavement age as of January 2002 
• A Branch PCI Condition Report 
• A Section PCI Condition Report 
 
Airport Information: 
 
• Location: On Atka Island, is near the mid point of the Aleutian Island chain at approximately 

Longitude 1740 West and Latitude 520 North. 
• District: Southwest 
• Airport Manager: Steve Berninger oversees contract maintenance 
• District Maintenance Manager:  Troy Larue 
• Pavement Surface: Slurry Seal over Asphalt Concrete 
• Last Pavement Construction: Slurry Seal in 1989 
• Pavement layout: Runway 15-33, Taxiway A and Apron 
• Design Aircraft: DC-3 
• 2003 Enplanements: 319 – a 28% decrease from 2002 
• Airport Class: Non-Primary 
• Last pavement condition survey: August 1999 
• Next planned pavement condition survey: After the planned rehabilitation project is constructed 
• Reported pavement maintenance and/or changed conditions: The building on the apron is going bad 

with holes and leaks.  No pavement maintenance was done.  A pavement reconstruction design is in 
progress 

 
Recommendations: Reconstruct ASAP 
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100 (Taxiway A) 1 9,650.00 TAXIWAY 18.00 0.00 18.00150.00 50.00

4100 (Apron) 1 45,000.00 APRON 34.00 0.00 34.00300.00 150.00

5100 (Airport Road) 1 18,000.00 ROADWAY 12.00 0.00 12.00750.00 24.00

6100 (Runway 15 - 33) 2 348,000.01 RUNWAY 15.50 6.50 21.273,480.00 100.00
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Age
At

Inspection

Last
Inspection

Date(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

08/01/1982100-01100 (Taxiway A) 08/26/1999 18.00AC TAXIWAY P 0 9,650.00 17

08/01/19824100-014100 (Apron) 08/26/1999 34.00AC APRON P 0 45,000.00 17

08/01/19825100-015100 (Airport Road) 08/26/1999 12.00AC ROADWAY T 0 18,000.00 17

08/01/19826100-016100 (Runway 15 - 33) 08/26/1999 22.00AC RUNWAY P 0 328,500.01 17

08/01/19826100-026100 (Runway 15 - 33) 08/26/1999 9.00AC RUNWAY P 0 19,500.00 17
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STATE   Alaska CITY  Atka AIRPORT   Atka  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES Existing SOIL Subbase Base Surface Pavement

IDENT. NAME ORIG. OVERLAY
CONSTRUCTIO
N AGENCY

SOURCE OF 
INFORMATION

Pavement 
Conditions 
(PCI)

CLASS Course Course Course Overlay Strength

RUNWAYS  

6100-01 R/W 15-33 1982 1989 AK DOT & PF
As-Build's 1983 & 
1989, AK Supp. 22 PSP

5.5" 
CABC 
(1982) 2" AC (1982)

Slurry seal 
coat 1989 S-25

6100-02 R/W 15-33, 
overrun

1982 9

TAXIWAYS

100-01 T/W A 1982 1989 AK DOT & PF
As-Build's 1983 & 
1989 18

5.5" 
CABC 
(1982) 2" AC (1982)

Slurry seal 
coat 1989

APRONS

4100-01 Apron 1982 1989 AK DOT & PF
As-Build's 1983 & 
1989 34

5.5" 
CABC 
(1982) 2" AC (1982)

Slurry seal 
coat 1989

5100-01 Access Rd. 1982 12

REMARKS:

Date of Site Inspection: 8/26/1999 Evaluated By: S. Gratin 11/19/2001 PAGE 1 of 1

PAVEMENT STRENGTH SURVEY
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